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REG%’TERED ELECTRICAL ENGINEER DATE

PLANS APPROVAL DATE

PB AMERICAS, Inc.
A Parsons Brinckerhoff Company
303 Second St., Suite 700N
San Francisco, CA  94107-1317

See Sheet E-11 The State of Callfornla or Its offlcers or agents shall not be responsible for
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DEPARTMENT OF TRANSPORTATION

bl d

460mm DIA

BETWEEN MH-28B TO MH-28C.
SEE SHEET E-19B FOR
SECTION AA-AA

(E) O/H Fiber
optic wood pole

) Fiber Optic
conclunL

(E) AT&T SB
See sheet E-15B

. 13mm_ THICK
STEEL CASING INSTALLED N\
VIA HORIZONTAL BORING
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the accuracy or complefeness of electronic coples of this plan sheet,
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Caltrans now has a web sltel To get to the web slte, go to http:/ /www.dot.cagov

N NOTES:

<7U/G condujt
duct bank @@
\Monhole 2/8B

. References:
- For typical manhole and duct bank details,
see sheet E-17.
- For duct bank profile and cooordinate,
see civil sheet U-4,

- For circuit and conduit/cable tray
” Ulicl.)rlw”(:icéls*r)rons schedules, see sheets starting at E-401.
” See Sheet E-15A

2. Mininum compresswe strength of concrete
f'c = 28 MPa.
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3. For location of manholes, see utility sheets.

4. For other related work not shown on this
see Electrical Special Provisions.

5. Provide long sweep for conduits inside
duct banks whenever feasible.

6. For duct bank sections, see sheets E-19B.
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SHEET NOTES
Manhole-28C _—

(Non-Caltrans
Utilities)
See Sheet E-15B

Contractor shall route duct bank with a
minimum cover of 610 mm from +top

of conduit to top of finished grade.
The conduit bank shall slope down to
manhole. Verify existing to avoid
interferences. Connect the ground
conductor to the existing grounding
grid at the end of duct bank.
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ﬁU/G conduit
duct bank (typ)

Contractor to clean and drain (E) AT&T SB.
Contractor shall use existing provisions
for conduit entries to AT&T SB. Other
conduit penetrations are not shown
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The conduits from manhole MH-28A to
AT&T Hut manhole shall be rigid pvc
schedule 40. Conduit 90 degree bends,
riser and exposed to grade shall be
rigid galvanized steel conduit.

L Conduit sfuﬂ?
(E) AT&T Hut ond capped

Existing
AT&T SB -
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